A mix of reclaimed concrete and the refractive power of metal that produces a look with a modern, metropolitan soul. Captivating surfaces and an evocative color palette make Flux the ideal style for the most diverse interior design projects and settings.
Porcelain Tiles:
FLUX Concrete 60x60 rectified - 235/8”x235/8”
FLUX Concrete Grip 30x60 rectified - 113/4”x235/8”

Wall Tiles:
FLUX Stripes Bone 30,5x56 - 12”x22”
Concrete Look

Porcelain Tiles:
- FLUX Concrete 60x60 rectified - 23 5/8” x 23 5/8”
- FLUX Concrete Grip 30x60 rectified - 11 3/4” x 23 5/8”

Porcelain Tiles:
- FLUX Concrete 60x60 rectified - 23 5/8” x 23 5/8”
Porcelain Tiles:
- FLUX Coke 30x60 rectified - 11 3/4”x23 5/8”
- FLUX Coke Mosaico 30x30 - 11 3/4”x11 3/4”

Wall Tiles:
- FLUX Bone 30,5x56 - 12”x22”
- FLUX Amethyst 30,5x56 - 12”x22”
- FLUX Scrape Indigo & Amethyst 30,5x56 - 12”x22”
Wall Tiles:
- FLUX Bone: 30.5x56 - 12" x 22"
- FLUX Scrape Indigo & Amethyst: 30.5x56 - 12" x 22"
Porcelain Tiles:
FLUX Bone 30x60 rectified - 11½"x23½"
FLUX Bone Mosaico 30x30 - 11½"x11½"

Wall Tiles:
FLUX Bone 30,5x56 - 12"x22"
FLUX Amethyst 30,5x56 - 12"x22"
FLUX Skyfall Bone Mosaico 30,5x30,5 cm - 12"x12"
Porcelain Tiles:
FLUX Sand 60x60 rectified - 23½” x 23½”

Wall Tiles:
FLUX Aquamarine 30.5x56 - 12” x 22”
FLUX Brush Indigo & Aquamarine 30.5x56 - 12” x 22”
FLUX

Wall Tiles:
- FLUX Aquamarine 30.5x56 - 12”x22”
- FLUX Brush Indigo & Aquamarine 30.5x56 - 12”x22”

Porcelain Tiles:
- FLUX Sand 60x60 rectified - 23 5/8”x23 5/8”
## FLUX

### Coloured body porcelain tiles

- **FLUX Bone**
- **FLUX Sand**
- **FLUX Concrete**
- **FLUX Coke**

### Size - Thickness

- **PORCELAIN** Tiles: 60x60 cm (23 5/8” x 23 5/8”)
- **Concrete Look** Tiles: 30x60 cm (11 3/4” x 23 5/8”)

### Surface: Matte - Grip

- **Matte**: R10
- **Grip**: R11

### Colour-Shading

- Slight Variation (V2)

### Special pieces

- Battiscopa: 7,2x60 - 2 7/8” x 23 5/8”
- Gradino: 30x60 - 11 3/4” x 23 5/8”

### Rectified monocaliber

- FLUX Bone Mosaico: 30x30 cm (11 3/4” x 11 3/4”)
- FLUX Sand Mosaico: 30x30 cm (11 3/4” x 11 3/4”)
- FLUX Concrete Mosaico: 30x30 cm (11 3/4” x 11 3/4”)
- FLUX Coke Mosaico: 30x30 cm (11 3/4” x 11 3/4”)

### Coloured body porcelain tiles

- Compliant with standards ISO 13006 Annex G group B1a

- **Surface**: Matte - Grip
  - R10: A+B
  - R11: A+B+C

- **Size**: 60x60 cm (23 5/8” x 23 5/8”)
  - 9 mm thickness

- **Size**: 30x60 cm (11 3/4” x 23 5/8”)
  - 9 mm thickness

- **SLIGHT VARIATION**: V2
FLUX

WALL TILES

9F5B FLUX Bone
30,5x56 cm - 12"x22"

9F5I FLUX Indigo
30,5x56 cm - 12"x22"

9F5S FLUX Stripes Bone
30,5x56 cm - 12"x22"

9F5A FLUX Aquamarine
30,5x56 cm - 12"x22"

9F5M FLUX Amethyst
30,5x56 cm - 12"x22"

9F5S FLUX Scrape Indigo & Amethyst
30,5x56 cm - 12"x22"

9F5A FLUX Bone
30,5x56 cm - 12"x22"

9F5B FLUX Bone
30,5x56 cm - 12"x22"

9F5A FLUX Aquamarine
30,5x56 cm - 12"x22"

9F5M FLUX Amethyst
30,5x56 cm - 12"x22"

9F5I FLUX Indigo
30,5x56 cm - 12"x22"

9F5I FLUX Indigo
30,5x56 cm - 12"x22"

9F5S FLUX Stripes Bone
30,5x56 cm - 12"x22"

9F5A FLUX Aquamarine
30,5x56 cm - 12"x22"

9F5M FLUX Amethyst
30,5x56 cm - 12"x22"

9F5I FLUX Indigo
30,5x56 cm - 12"x22"

White-body wall tiles
Compliant with standards ISO 13006 Annex L, group 58

SURFACE: MATTE

SIZE - THICKNESS
30,5x56 cm - 12"x22" 8,5 mm

COLOUR-SHADING
V1 UNIFORM APPEARANCE
### WHITE-BODY WALL TILES

**Technical Features**
Compliant with standards EN 14411 Annex C group B11
Compliant with standards ISO 10545 Annex C group B11

**Bulk Mechanical Characteristics**
- **En 12004**

**Chemical Characteristics**
- **Cadmium (in mg/dm²) and Lead (in mg/dm²)**
- **Resistance to low concentrations of acids and alkalis**

**Physical Characteristics**
- **Dimensions (ISO 10545-2)**
- **Straightness of sides**
- **Resistance to staining**
- **Reaction to fire**
- **Crazing resistance**
- **Moisture expansion (in mm/m)**
- **Thermal shock resistance**
- **Coefficient of thermal linear expansion**
- **Breaking strength**
- **Surface Flatness**
- **Length and width**
- **Thickness**

**Performance**
- **ISO 10545-1**
- **ISO 10545-2**
- **ISO 10545-3**
- **ISO 10545-4**
- **ISO 10545-5**
- **ISO 10545-8**
- **ISO 10545-9**
- **ISO 10545-11**
- **ISO 10545-13**
- **ISO 10545-14**
- **ISO 10545-15**
- **EN 1348**

**Declared Values**
- **Class A1**
- **Resistant**

### COLOURED BODY PORCELAIN TILES

**Technical Features**
Compliant with standards EN 14411 Annex C group B11
Compliant with standards ISO 10545 Annex C group B11

**Bulk Mechanical Characteristics**
- **En 12004**

**Chemical Characteristics**
- **Cadmium (in mg/dm²) and Lead (in mg/dm²)**
- **Resistance to high concentrations of acids and alkalis**

**Physical Characteristics**
- **Dimensions (ISO 10545-2)**
- **Straightness of sides**
- **Resistance to staining**
- **Reaction to fire**
- **Crazing resistance**
- **Moisture expansion (in mm/m)**
- **Thermal shock resistance**
- **Coefficient of thermal linear expansion**
- **Breaking strength**
- **Surface Flatness**
- **Length and width**
- **Thickness**

**Performance**
- **ISO 10545-1**
- **ISO 10545-2**
- **ISO 10545-3**
- **ISO 10545-4**
- **ISO 10545-5**
- **ISO 10545-8**
- **ISO 10545-9**
- **ISO 10545-11**
- **ISO 10545-13**
- **ISO 10545-14**
- **ISO 10545-15**
- **EN 1348**

**Declared Values**
- **Class A1**
- **Resistant**

---

**Notes**: (*) The permissible deviation, in % or mm, of the average size for each tile from the work size thickness (WS). (***) The maximum permissible deviation from rectangularity, in % or mm, related to the corresponding work sizes (WS). (****) The maximum permissible deviation from edge curvature, in % or mm, related to the corresponding work sizes (WS).
Since its founding in 1891, Acme Brick has continually advanced the art and science of providing affordable, sustainable, enduring, and beautiful product choices for America’s homeowners, builders, contractors, institutions, and businesses.

Acme Brick Tile & Stone traces its roots back to 1964 and is a leader in providing builders, architects, designers, and contractors with a wide range of excellent products. At more than 50 locations across 13 states, Acme Brick Tile & Stone offers distinctive products of superior quality, sourced from around the world and delivered with impeccable service – and at many locations, in-house design assistance. Our customers include builders, architects, designers, contractors, and DIY homeowners.

In ways large and small, Acme Brick associates work hard to provide building materials that are as good for the environment as it is for the people who build with it.